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 2 WAY VALVES 

 VALVES FOR WATER AND NEUTRAL 
LIQUIDS 

 2/2   Water

Actuation Body Function Port
Size

Orifi ce
(mm)

Flow
Factor 

Kv(l/min)

MOPD
(bar)

Max
Fluid

Temp. (°C)

Page
Parker
Valves

Page
Parker

LUCIFER® 

Valves

  Direct 
Operated  

  Brass/Pipe mounting   Normally Closed   1/8''   1.5 to 3   4.5   20   140   80   84 

  1/4''   1.5 to 6   13   20   140   82   84 

  3/8''   4 to 6   12   10   120   -   86 

  1/2''   8.5 to 11   36   4   120   -   86 

  Normally Open   1/4''   2.5   3   12   120   -   86 

  Control by Electric Impulse   1/4''   5   11   5   100   -   88 

  Brass/Sub-base 
mounting 

  Normally Closed   SB   2 to 2.5   3   15   140   90   - 

  5 mm   1.5 to 3   4.5   20   120   -   92 

  Pilot 
Operated  

  Brass/Pipe mounting   Normally Closed   1/4''   11 to 12   32   12   120   -   98 

  3/8''   11 to 13   50   20   140   94   98 

  1/2''   11 to 13   50   20   140   94   100 

  3/4''   18 to 20   140   20   140   94   102 

  1''   18 to 28   270   20   140   94   104 

  1 1/4''   35   420   10   140   96   - 

  1 1/2''   40   500   16   140   96   104 

  2''   40 to 50   620   16   140   96   104 

  Normally Open   1/4''   12   32   12   120   -   108 

  3/8''   12 to 13   50   20   140   106   108 

  1/2''   12 to 15   60   20   140   106   108 

  3/4''   18 to 20   140   20   140   106   108 

  1''   18 to 25   180   20   140   106   110 

  1 1/4''   35   420   10   140   106   - 

  1 1/2''   40   500   12   140   106   110 

  2''   50   620   10   140   106   - 

  2 1/2''   65   1100   10   90   106   - 

  3''   75   1334   10   90   106   - 

  Brass/Sub-base 
mounting 

  Normally Closed 
  14 mm   14   45   40   100   -   110 
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 2 WAY VALVES 

 DIRECT OPERATED 

 VALVES FOR WATER AND NEUTRAL LIQUIDS  2/2  2/2 

 

 BRASS 

 NORMALLY CLOSED 
 PIPE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factors

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker Valves Power Coil  
Group 

Dwg.
No. 

Valve Order 
Number 

Valve 
Type

Coil 
Type

Min Max(MOPD) Min Max

BSP mm
Kv

l/min
KV

m3/h
Qn

m3/h bar
AC
bar

DC
bar °C °C

AC
W

DC
W

  1/8'' 
  

  1.5   1.5   0.09   -   0   20   -   -10   140   FKM   363378     PM146BV   ZB09   9   -   20.1/20.2   034 

  1.5   1.5   0.09   -   0   -   18   -10   140   FKM   363378     PM146BV   ZB12   -   12   20.1/20.2   034 

  2.2   2   0.12   -   0   10   -   -10   140   FKM   392349  
 12 

  161.4AV   KT09 115/50   9   -   22.0   043 

  2.2   2   0.12   -   0   10   -   -10   140   FKM   392355  
 12 

  161.4AV   KT09 230/50   9   -   22.0   043 

  2.2   2   0.12   -   0   10   -   -10   140   FKM   392335  
 12 

  161.4AV   KT09 24/50   9   -   22.0   043 

  2.2   2   0.12   -   0   10   -   -10   140   FKM   392366  
 12 

  161.4AV   KT09 240/50   9   -   22.0   043 

  2.2   2   0.12   -   0   -   6   -10   140   FKM   392372  
 12 

  161.4AV   KT10 12 DC   -   10   22.0   043 

  2.2   2   0.12   -   0   -   6   -10   140   FKM   392370  
 12 

  161.4AV   KT10 24 DC   -   10   22.0   043 

  2.5   3.3   0.20   -   0   10   -   -10   140   FKM   363380     PM146FV   ZB09   9   -   20.1/20.2   034 

  2.5   3.3   0.20   -   0   -   5   -10   140   FKM   363380     PM146FV   ZB12   -   12   20.1/20.2   034 

  2.8   2.9   0.17   -   0   6   -   -10   140   FKM   392389  
 12 

  161.4BV   KT09 115/60   9   -   22.0   043 

  2.8   2.9   0.17   -   0   6   -   -10   140   FKM   392388  
 12 

  161.4BV   KT09 230/50   9   -   22.0   043 

  3   4.5   0.27   -   0   7   -   -10   140   FKM   363390     PM146HV   ZB09   9   -   20.1/20.2   034 

  3   4.5   0.27   -   0   -   2   -10   140   FKM   363390     PM146HV   ZB12   -   12   20.1/20.2   034 

 

Notes:  

 1. Maximum pressure for steam: 4 Bar (140°C)  

2. Ordering number is for an assembled valve and coil, with the voltage shown.     
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Drawing  034 

Drawing  043 

For this 
page

Port 
size

Orifi ce
(mm)

Kv 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  1/8''  1.5  1.5  2  -10  -10 

 To   1/8''   3   4.5   20   140   50 

 2 WAY VALVES 
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 BRASS 

 NORMALLY CLOSED 
 PIPE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factors

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker Valves Power Coil  
Group 

Dwg.
No. 

Valve Order 
Number 

Valve 
Type

Coil 
Type

Min Max(MOPD) Min Max

BSP mm
Kv

l/min
KV

m3/h
Qn

m3/h bar
AC
bar

DC
bar °C °C

AC
W

DC
W

  1/4'' 
  

  2.2   2   0.12   -   0   10   -   -10   140   FKM   392408  
 12 

  161.4EV   KT09 115/50   9   -   22.0   044 

  2.2   2   0.12   -   0   10   -   -10   140   FKM   392408  
 12 

  161.4EV   KT09 115/60   9   -   22.0   044 

  2.2   2   0.12   -   0   10   -   -10   140   FKM   392409  
 12 

  161.4EV   KT09 208-230/60   9   -   22.0   044 

  2.2   2   0.12   -   0   10   -   -10   140   FKM   392395  
 12 

  161.4EV   KT09 230/50   9   -   22.0   044 

  2.2   2   0.12   -   0   10   -   -10   140   FKM   392173  
 12 

  161.4EV   KT09 24/50   9   -   22.0   044 

  2.2   2   0.12   -   0   10   -   -10   140   FKM   392396  
 12 

  161.4EV   KT09 240/50   9   -   22.0   044 

  2.2   2   0.12   -   0   -   6   -10   140   FKM   392170  
 12 

  161.4EV   KT10 12V DC   -   10   22.0   044 

  2.2   2   0.12   -   0   -   6   -10   140   FKM   392169  
 12 

  161.4EV   KT10 24 DC   -   10   22.0   044 

  3   4.5   0.27   -   0   7   -   -10   140   FKM   363444     PM146YV   ZB09   9   -   20.1/20.2   035 

  3   4.5   0.27   -   0   - 2   -10   140   FKM   363444     PM146YV   ZB12   -   12   20.1/20.2   035 

  4.5   9   0.53   -   0   6   -   -10   140   FKM   363457     PM146.3KV   ZB14   14   -   20.2   035 

  4.5   9   0.53   -   0   -   2.5   -10   140   FKM   363457     PM146.3KV   ZB16   -   16   20.2   035 

  6   13   0.75   -   0   6   -   -10   140   FKM   363467     PM146.3ABV   ZB14   14   -   20.2   035 

  6   13   0.75   -   0   -   1   -10   140   FKM   363467     PM146.3ABV   ZB16   -   16   20.2   035 

 

Notes:  

 1. Maximum pressure for steam: 4 Bar (140°C)  

2. Ordering number is for an assembled valve and coil, with the voltage shown.     

 2 WAY VALVES 

 DIRECT OPERATED 

 VALVES FOR WATER AND NEUTRAL LIQUIDS  2/2  2/2 
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Drawing  044 

Drawing  035 

For this 
page

Port 
size

Orifi ce
(mm)

Kv 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  1/4''  2.2  2  1  -10  -10 

 To   1/4''   6   13   10   140   50 

 2 WAY VALVES 
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 BRASS 

 NORMALLY CLOSED 
 PIPE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factors

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
Power Coil  

Group 
Dwg.
No. 

Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max(MOPD) Min Max

BSP mm
Kv

l/min
KV

m3/h
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

  1/8'' 
  

  1.5   0.9   0.05   70   0   20   12   -10   75   FKM   121M14      8993   481180   4   5   1.1   3382 

  1.5   0.9   0.05   70   0   20   4   -10   75   FKM   121M14      8993   488980   2   2.5   1.1   3382 

  2   2   0.12   125   0   10   7   -10   75   FKM   121M13      8993   481180   4   5   1.1   3382 

  2   2   0.12   125   0   10   2.5   -10   75   FKM   121M13      8993   488980   2   2.5   1.1   3382 

  1/4'' 
  

  1.5   1.5   0.09   80   0   20   20   -10   100   FKM   E121K0402      2995   481865   8   9   2.0/3.0   3510 

  1.5   1.5   0.09   80   0   20   20   -10   120   FKM   E121K0402      4270   481000   8   8   2.0/3.0   3510 

  2.5   3.5   0.21   220   0   14   7   -10   100   FKM   121K0706      2995   481865   8   9   2.0   3510 

  2.5   3.5   0.21   220   0   14   9   -10   120   FKM   121K0706      4270   481000   8   8   2.0   3510 

  2.5   3.5   0.21   220   0   14   14   -10   120   FKM   121K0706      4270   486265   14   14   2.0   3510 

  3   4.5   0.27   320   0   10   7   -10   100   FKM   E121K0302      2995   481865   8   9   2.0   3510 

  3   4.5   0.27   320   0   10   8.5   -10   120   FKM   E121K0302      4270   481000   8   8   2.0   3510 

  3   4.5   0.27   320   0   10   7   -10   100   FKM   E121K0302      4270   486265   14   14   2.0   3510 

  3   4.5   0.27   320   0   10   7   -10   100   FKM   E121K0352   
 1 

  2995   481865   8   9   2.0   3510 

  3   4.5   0.27   320   0   10   8.5   -10   120   FKM   E121K0352   
 1 

  4270   481000   8   8   2.0   3510 

  3   4.5   0.27   320   0   10   10   -10   120   FKM   E121K0352   
 1 

  4270   486265   14   14   2.0   3510 

  4   7.5   0.45   480   0   10   4   -10   100   FKM   121K02      2995   481865   8   9   2.0   3510 

  4   7.5   0.45   480   0   10   5   -10   120   FKM   121K02      4270   481000   8   8   2.0   3510 

  4   7.5   0.45   480   0   10   10   -10   120   FKM   121K02      4270   486265   14   14   2.0   3510 

  4   7.5   0.45   480   0   10   4   -10   100   FKM   121K0250   
 1 

  2995   481865   8   9   2.0   3510 

  4   7.5   0.45   480   0   10   5   -10   120   FKM   121K0250   
 1 

  4270   481000   8   8   2.0   3510 

  4   7.5   0.45   480   0   10   10   -10   120   FKM   121K0250   
 1 

  4270   486265   14   14   2.0   3510 

  5   11   0.66   750   0   7   2   -10   100   FKM   121K01      2995   481865   8   9   2.0/14.2   3510 

  5   11   0.66   750   0   7   2.8   -10   120   FKM   121K01      4270   481000   8   8   2.0/14.2   3510 

  5   11   0.66   750   0   7   5   -10   120   FKM   121K01      4270   486265   14   14   2.0/14.2   3510 

  5   11   0.66   750   0   7   2   -10   100   FKM   121K0106      2995   481865   8   9   2.0   3510 

  5   11   0.66   750   0   7   2.8   -10   120   FKM   121K0106      4270   481000   8   8   2.0   3510 

  5   11   0.66   750   0   7   5   -10   120   FKM   121K0106      4270   486265   14   14   2.0   3510 

  5   11   0.66   750   0   7   2   -10   100   FKM   121K0150   
 1 

  2995   481865   8   9   2.0   3510 

  5   11   0.66   750   0   7   2.8   -10   120   FKM   121K0150   
 1 

  4270   481000   8   8   2.0   3510 

  5   11   0.66   750   0   7   5   -10   120   FKM   121K0150   
 1 

  4270   486265   14   14   2.0   3510 

 

Notes:  

 1. With manual override       

 2 WAY VALVES 

 DIRECT OPERATED 

 VALVES FOR WATER AND NEUTRAL LIQUIDS  2/2  2/2 
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Drawing  3382 

Drawing  3510 

For this 
page

Port 
size

Orifi ce
(mm)

Kv 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  1/8''  1.5  0.9  2  -10  -10 

 To   1/4''   5   11   20   120   50 

 2 WAY VALVES 



86 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

 

 BRASS 

 NORMALLY CLOSED 
 PIPE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factors

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
Power Coil  

Group 
Dwg.
No. 

Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max(MOPD) Min Max

BSP mm
Kv

l/min
KV

m3/h
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

  3/8'' 
  

  4   7.5   0.45   480   0   10   4   -10   100   FKM   121K3206      2995   481865   8   9   2.0   3551 

  4   7.5   0.45   480   0   10   5   -10   120   FKM   121K3206      4270   481000   8   8   2.0   3551 

  4   7.5   0.45   480   0   10   10   -10   120   FKM   121K3206      4270   486265   14   14   2.0   3551 

  5   11   0.66   750   0   7   2   -10   100   FKM   121K3106      2995   481865   8   9   2.0   3551 

  5   11   0.66   750   0   7   2.8   -10   120   FKM   121K3106      4270   481000   8   8   2.0   3551 

  5   11   0.66   750   0   7   5   -10   120   FKM   121K3106      4270   486265   14   14   2.0   3551 

  6   12   0.72   1100   0   5   1.1   -10   100   FKM   121K3306      2995   481865   8   9   2.0/14.2   3551 

  6   12   0.72   1100   0   5   1.5   -10   120   FKM   121K3306      4270   481000   8   8   2.0/14.2   3551 

  6   12   0.72   1100   0   5   3   -10   120   FKM   121K3306      4270   486265   14   14   2.0/14.2   3551 

  1/2'' 
  

  8.5   25   1.5   1600   0   1.1   0.5   -10   100   FKM   E121K46      2995   481865   8   9   2.0   3427 

  8.5   25   1.5   1600   0   2.2   0.5   -10   120   FKM   E121K46      4270   481000   8   8   2.0   3427 

  8.5   25   1.5   1600   0   4   1.2   -10   120   FKM   E121K46      4270   486265   14   14   2.0   3427 

  11   36   2.16   2500   0   0.7   0.3   -10   100   FKM   E121K45      2995   481865   8   9   2.0   3427 

  11   36   2.16   2500   0   1.2   0.35   -10   120   FKM   E121K45      4270   481000   8   8   2.0   3427 

  11   36   2.16   2500   0   2.5   0.7   -10   120   FKM   E121K45      4270   486265   14   14   2.0   3427 

 

 BRASS 

 NORMALLY OPEN 
 PIPE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factors

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
Power Coil  

Group 
Dwg.
No. 

Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max(MOPD) Min Max

BSP mm
Kv

l/min
KV

m3/h
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

  1/4''   

  2.5   3   0.18   180   0   12   12   -10   100   FKM   122K8306      2995   481865   8   9   2.0   3510 

  2.5   3   0.18   180   0   12   12   -10   120   FKM   122K8306      4270   481000   8   8   2.0   3510 

  2.5   3   0.18   180   0   12   12   -10   120   FKM   122K8306      4270   486265   14   14   2.0   3510 

   
        

 2 WAY VALVES 

 DIRECT OPERATED 

 VALVES FOR WATER AND NEUTRAL LIQUIDS  2/2  2/2 
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Drawing  3551 

Drawing  3427 

Drawing  3510 

For this 
page

Port 
size

Orifi ce
(mm)

Kv 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  1/4''  2.5  3  0.3  -10  -10 

 To   1/2''   11   36   12   120   50 

 2 WAY VALVES 
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 BRASS 

 CONTROL BY ELECTRIC IMPULSE 
 PIPE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factors

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
Power Coil  

Group 
Dwg.
No. 

Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max(MOPD) Min Max

BSP mm
Kv

l/min
KV

m3/h
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

  1/4'' 
  

  5   11   0.66   750   0   5   -   -10   100   FKM   125K01      4269   484990   11   -   4.0   8296 

  5   11   0.66   750   0   -   1.5   -10   100   FKM   125K01      4269   485400   -   13   4.0   8296 

   
        

 2 WAY VALVES 

 DIRECT OPERATED 

 VALVES FOR WATER AND NEUTRAL LIQUIDS  2/2  2/2 
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Drawing  8296 

For this 
page

Port 
size

Orifi ce
(mm)

Kv 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  1/4''  5  11  1.5  -10  -10 

 To   1/4''   5   11   5   100   50 

 2 WAY VALVES 
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 BRASS 

 NORMALLY CLOSED 
 SUB-BASE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factors

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker Valves Power Coil  
Group 

Dwg.
No. 

Valve Order 
Number 

Valve 
Type

Coil 
Type

Min Max(MOPD) Min Max

mm
Kv

l/min
KV

m3/h
Qn

m3/h bar
AC
bar

DC
bar °C °C

AC
W

DC
W

  SB   
  2   2   0.12   -   0   15   -   -10   140   FKM   360469     PM125BV   ZB09   9   -   20.1/20.2   007 

  2.5   3   0.18   -   0   10   -   -10   140   FKM   397146J     PM125CV.2   ZB09   9   -   20.1/20.2   007 

   
        

 2 WAY VALVES 

 DIRECT OPERATED 

 VALVES FOR WATER AND NEUTRAL LIQUIDS  2/2  2/2 
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Drawing  007 

For this 
page

Port 
size

Orifi ce
(mm)

Kv 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From   SB  2  2  10  -10  -10 

 To    SB   2.5   3   15   140   50 

 2 WAY VALVES 
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 BRASS 

 NORMALLY CLOSED 
 SUB-BASE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factors

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
Power Coil  

Group 
Dwg.
No. 

Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max(MOPD) Min Max

mm
Kv

l/min
KV

m3/h
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

    SB 

  1.5   1.5   0.09   80   0   20   20   -10   100   FKM   E121F4406      2995   481865   8   9   2.0   3509 

  1.5   1.5   0.09   80   0   20   20   -10   120   FKM   E121F4406      4270   481000   8   8   2.0   3509 

  1.5   1.5   0.09   80   0   20   20   -10   120   FKM   E121F4406      4270   486265   14   14   2.0   3509 

  3   4.5   0.27   320   0   10   7   -10   100   FKM   E121F4302      2995   481865   8   9   2.0/3.0   3509 

  3   4.5   0.27   320   0   10   8.5   -10   120   FKM   E121F4302      4270   481000   8   8   2.0/3.0   3509 

  3   4.5   0.27   320   0   10   10   -10   120   FKM   E121F4302      4270   486265   14   14   2.0/3.0   3509 

   
        

 2 WAY VALVES 

 DIRECT OPERATED 

 VALVES FOR WATER AND NEUTRAL LIQUIDS  2/2  2/2 
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Drawing  3509 

For this 
page

Port 
size

Orifi ce
(mm)

Kv 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  5 mm  1.5  1.5  7  -10  -10 

 To   5 mm   3   4.5   20   120   50 

 2 WAY VALVES 



94 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

 

 BRASS 

 NORMALLY CLOSED 
 PIPE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factors

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker Valves Power Coil  
Group 

Dwg.
No. 

Valve Order 
Number 

Valve 
Type

Coil 
Type

Min Max(MOPD) Min Max

BSP mm
Kv

l/min
KV

m3/h
Qn

m3/h bar
AC
bar

DC
bar °C °C

AC
W

DC
W

  3/8'' 
  

  13   50   3   -   0.1   10   10   -10   140   EPDM   443778W  
 1 

  7321BIH00   481865   8   9   2.0   028 

  13   50   3   -   0.1   20   20   -10   90   NBR   443776W     7321BIN00   481865   8   9   2.0   028 

  13   50   3   -   0.1   20   20   -10   90   NBR   443777W  
 2 

  7321BIN01   481865   8   9   2.0   028 

  13   50   3   -   0.1   20   20   -10   140   FKM   444492W     7321BIV00   481865   8   9   2.0   028 

  1/2'' 
  

  13   50   3   -   0.1   10   10   -10   140   EPDM   443781W  
 1 

  7321BAH00   481865   8   9   2.0   028 

  13   50   3   -   0.1   20   20   -10   90   NBR   443779W     7321BAN00   481865   8   9   2.0   028 

  13   50   3   -   0.1   20   20   -10   90   NBR   443780W  
 2 

  7321BAN01   481865   8   9   2.0   028 

  13   50   3   -   0.1   20   20   -10   140   FKM   444494W     7321BAV00   481865   8   9   2.0   028 

  3/4'' 
  

  20   140   8.4   -   0.1   10   10   -10   140   EPDM   443785W  
 1 

  7321BCH00   481865   8   9   2.0   057 

  20   140   8.4   -   0.1   20   20   -10   90   NBR   443782W     7321BCN00   481865   8   9   2.0   057 

  20   140   8.4   -   0.1   10   10   -10   90   NBR   443783W  
 2 

  7321BCN01   481865   8   9   2.0   057 

  20   140   8.4   -   0.1   20   20   -10   140   FKM   444497W     7321BCV00   481865   8   9   2.0   057 

  1'' 
  

  25   160   9.6   -   0.1   10   10   -10   140   EPDM   443789W  
 1 

  7321BDH00   481865   8   9   2.0   057 

  25   160   9.6   -   0.1   20   20   -10   90   NBR   443786W     7321BDN00   481865   8   9   2.0   057 

  25   160   9.6   -   0.1   10   10   -10   90   NBR   443787W  
 2 

  7321BDN01   481865   8   9   2.0   057 

  25   160   9.6   -   0.1   20   20   -10   140   FKM   443804W     7321BDV00   481865   8   9   2.0   057 

 

Notes:  

 1. Maximum pressure for steam: 4 Bar (140°C)  

2. With manual override     

 2 WAY VALVES 

 PILOT OPERATED 

 VALVES FOR WATER AND NEUTRAL LIQUIDS  2/2  2/2 
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Drawing  028 

Drawing  057 

For this 
page

Port 
size

Orifi ce
(mm)

Kv 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  3/8''  13  50  10  -10  -10 

 To   1''   25   160   20   140   50 

 2 WAY VALVES 



96 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

 

 BRASS 

 NORMALLY CLOSED 
 PIPE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factors

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker Valves Power Coil  
Group 

Dwg.
No. 

Valve Order 
Number 

Valve 
Type

Coil 
Type

Min Max(MOPD) Min Max

BSP mm
Kv

l/min
KV

m3/h
Qn

m3/h bar
AC
bar

DC
bar °C °C

AC
W

DC
W

  1 1/4'' 
  

  35   420   25.2   -   0.1   10   10   -10   140   EPDM   443793W  
 1 

  7321BEH00   481865   8   9   2.0   058 

  35   420   25.2   -   0.1   10   10   -10   90   NBR   443790W     7321BEN00   481865   8   9   2.0   058 

  35   420   25.2   -   0.1   5   5   -10   90   NBR   443791W  
 2 

  7321BEN01   481865   8   9   2.0   058 

  1 1/2'' 
  

  40   500   30   -   0.1   10   10   -10   140   EPDM   443797W  
 1 

  7321BFH00   481865   8   9   2.0   058 

  40   500   30   -   0.1   10   10   -10   90   NBR   443794W     7321BFN00   481865   8   9   2.0   058 

  40   500   30   -   0.1   5   5   -10   90   NBR   443795W  
 2 

  7321BFN01   481865   8   9   2.0   058 

  2'' 
  

  50   620   37.2   -   0.1   10   10   -10   140   EPDM   443801W  
 1 

  7321BGH00   481865   8   9   2.0   058 

  50   620   37.2   -   0.1   10   10   -10   90   NBR   443798W     7321BGN00   481865   8   9   2.0   058 

  50   620   37.2   -   0.1   5   5   -10   90   NBR   443799W  
 2 

  7321BGN01   481865   8   9   2.0   058 

 

Notes:  

 1. Maximum pressure for steam: 4 Bar (140°C)  

2. With manual override     

 2 WAY VALVES 

 PILOT OPERATED 

 VALVES FOR WATER AND NEUTRAL LIQUIDS  2/2  2/2 
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Drawing  058 

For this 
page

Port 
size

Orifi ce
(mm)

Kv 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  1 1/4''  35  420  5  -10  -10 

 To   2''   50   620   10   140   50 

 2 WAY VALVES 



98 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

 

 BRASS 

 NORMALLY CLOSED 
 PIPE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factors

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
Power Coil  

Group 
Dwg.
No. 

Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max(MOPD) Min Max

BSP mm
Kv

l/min
KV

m3/h
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

  1/4'' 
  

  11   28   1.68   1800   0.2   10   3   -10   100   NBR   E321K10      2995   481865   8   9   2.0   3429 

  11   28   1.68   1800   0.2   10   4   -10   100   NBR   E321K10      4270   481000   8   8   2.0   3429 

  12   30   1.8   2150   0.3   10   10   -10   100   NBR   321K31      8993   481180   4   5   1.1   7093 

  12   30   1.8   2150   0.3   10   7   -10   75   NBR   321K31      8993   488980   2   2.5   1.1   7093 

  12   32   1.92   2150   0.3   12   12   -10   100 FKM   321K4106      2995   481865   8   9   2.1/3.0   7094 

  12   32   1.92   2150   0.3   12   12   -10   120 FKM   321K4106      4270   481000   8   8   2.1/3.0   7094 

  3/8'' 
  

  11   36   2.16   2500   0.2   10   4   -10   100 NBR   E321K13      4270   481000   8   8   2.0   3429 

  11   36   2.16   2500   0.2   10   10   -10   100 NBR   E321K13      4270   486265   14   14   2.0   3429 

  11   36   2.16   2500   0.2   10   -   -10   100   NBR   E321K1314      2995   483466   8 to 
11   -   2.0   3429 

  11   36   2.16   2500   0.2   10   10   -10   100   NBR   E321K1314      4270   486265   14   14   2.0   3429 

  12   45   2.7   3050   0.3   10   10   -10   100 NBR   321K33      8993   481180   4   5   1.1   7093 

  12   45   2.7   3050   0.3   10   7   -10   75 NBR   321K33      8993   488980   2   2.5   1.1   7093 

  12   45   2.7   3050   0.3   12   12   -10   100   FKM   321K4306      2995   481865   8   9   2.1/3.0   7094 

  12   45   2.7   3050   0.3   12   12   -10   120   FKM   321K4306      4270   481000   8   8   2.1/3.0   7094 

 2 WAY VALVES 

 PILOT OPERATED 

 VALVES FOR WATER AND NEUTRAL LIQUIDS  2/2  2/2 
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Drawing  3429 

Drawing  7093 

Drawing  7094 

For this 
page

Port 
size

Orifi ce
(mm)

Kv 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  1/4''  11  28  3  -10  -10 

 To   3/8''   12   45   12   120   50 

 2 WAY VALVES 



100 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

 

 BRASS 

 NORMALLY CLOSED 
 PIPE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factors

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
Power Coil  

Group 
Dwg.
No. 

Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max(MOPD) Min Max

BSP mm
Kv

l/min
KV

m3/h
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

  1/2'' 
  

  11   36   2.16   2500   0.2   10   3   -10   100   NBR   E321K15      2995   481865   8   9   2.0   3427 

  11   36   2.16   2500   0.2   10   10   -10   120   NBR   E321K15      4270   486265   14   14   2.0   3427 

  11   36   2.16   2500   0.2   10   3   -10   100   NBR   E321K1514      2995   481865   8   9   2.0   3427 

  11   36   2.16   2500   0.2   10   4   -10   120   NBR   E321K1514      -   483371   8   8   2.0   3427 

  11   36   2.16   2500   0.2   10   3   -10   100   NBR   E321K25      2995   481865   8   9   2.0   3427 

  11   36   2.16   2500   0.2 4   4   -10   120   NBR   E321K25      -   492070   9   8   2.0   3427 

  12   50   3   3400   0.3   10   10   -10   100   NBR   321K35      8993   481180   4   5   1.1   7093 

  12   50   3   3400   0.3   10   7   -10   75   NBR   321K35      8993   488980   2   2.5   1.1   7093 

  12   50   3   3400   0.3   12   12   -10   100   FKM   321K4506      2995   481865   8   9   2.1/3.0   7094 

  12   50   3   3400   0.3   12   12   -10   120   FKM   321K4506      4270   481000   8   8   2.1/3.0   7094 

  12   50   3   3400   0.3   12   12   -10   100   FKM   321K4556   
 1 

  2995   481865   8   9   2.1/3.0   7094 

  12   50   3   3400   0.3   12   12   -10   120   FKM   321K4556   
 1 

  4270   481000   8   8   2.1/3.0   7094 

 

Notes:  

 1. With manual override     

 2 WAY VALVES 

 PILOT OPERATED 

 VALVES FOR WATER AND NEUTRAL LIQUIDS  2/2  2/2 
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Drawing  3427 

Drawing  7093 

Drawing  7094 

For this 
page

Port 
size

Orifi ce
(mm)

Kv 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  1/2''  11  36  3  -10  -10 

 To   1/2''   12   50   12   120   50 

 2 WAY VALVES 



102 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

 

 BRASS 

 NORMALLY CLOSED 
 PIPE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factors

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
Power Coil  

Group 
Dwg.
No. 

Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max(MOPD) Min Max

BSP mm
Kv

l/min
KV

m3/h
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

  3/4'' 
  

  18   100   6   9400   0.3   10   10   -10   100   NBR   321K36      8993   481180   4   5   1.1   7097 

  18   100   6   9400   0.3   10   7   -10   75   NBR   321K36      8993   488980   2   2.5   1.1   7097 

  18   100   6   9400   0.3   12   12   -10   100   FKM   321K4606      2995   481865   8   9   2.1/3.0   7099 

  18   100   6   9400   0.3   12   12   -10   120   FKM   321K4606      4270   481000   8   8   2.1/3.0   7099 

  18   100   6   9400   0.3   12   12   -10   100   FKM   321K4656   
 1

  2995   481865   8   9   2.1/3.0   7099 

  18   100   6   9400   0.3   12   12   -10   120   FKM   321K4656   
 1 

  4270   481000   8   8   2.1/3.0   7099 

  20   135   8.1   9500   0.3   16   16   -10   100   NBR   E321G36      2995   481865   8   9   2.0   3442 

  20   135   8.1   9500   0.3   16   16   -10   100   NBR   E321G36      4270   481000   8   8   2.0   3442 

 

Notes:  

 1. With manual override     

 2 WAY VALVES 

 PILOT OPERATED 

 VALVES FOR WATER AND NEUTRAL LIQUIDS  2/2  2/2 
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Drawing  7097 

Drawing  7099 

Drawing  3442 

For this 
page

Port 
size

Orifi ce
(mm)

Kv 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  3/4''  18  100  7  -10  -10 

 To   3/4''   20   135   16   120   50 

 2 WAY VALVES 



104 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

 

 BRASS 

 NORMALLY CLOSED 
 PIPE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factors

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
Power Coil  

Group 
Dwg.
No. 

Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max(MOPD) Min Max

BSP mm
Kv

l/min
KV

m3/h
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

  1'' 
  

  18   110   6.6   10150   0.3   10   10   -10   100   NBR   321K37      8993   481180   4   5   1.1   7098 

  18   110   6.6   10150   0.3   10   7   -10   75   NBR   321K37      8993   488980   2   2.5   1.1   7098 

  18   110   6.6   10150   0.3   12   12   -10   100   FKM   321K4706      2995   481865   8   9   2.1/3.0   7100 

  18   110   6.6   10150   0.3   12   12   -10   120   FKM   321K4706      4270   481000   8   8   2.1/3.0   7100 

  18   110   6.6   10150   0.3   12   12   -10   100   FKM   321K4756   
 2 

  2995   481865   8   9   2.1/3.0   7100 

  18   110   6.6   10150   0.3   12   12   -10   120   FKM   321K4756   
 2 

  4270   481000   8   8   2.1/3.0   7100 

  25   180   10.8   14000   0.3   16   16   -10   100   NBR   E321G37      2995   481865   8   9   2.0   3442 

  25   180   10.8   14000   0.3   16   16   -10   100   NBR   E321G37      4270   481000   8   8   2.0   3442 

  28   270   16.2   18000   0.3   16   16   -10   100   NBR   E321G38      2995   481865   8   9   2.0   3442 

  28   270   16.2   18000   0.3   16   16   -10   100   NBR   E321G38      4270   481000   8   8   2.0   3442 

  1 1/2'' 
  

  40   420   25.2   31500   0.3   16   7   -10   100   NBR   E321G39   
 1 

  2995   481865   8   9   2.0   3442 

  40   420   25.2   31500   0.3   16   8.5   -10   100   NBR   E321G39   
 1 

  4270   481000   8   8   2.0   3442 

  2'' 
  

  40   540   32.4   40000   0.3   16   7   -10   100   NBR   E321G40   
 1 

  2995   481865   8   9   2.0   3442 

  40   540   32.4   40000   0.3   16   8.5   -10   100   NBR   E321G40   
 1 

  4270   481000   8   8   2.0   3442 

 

Notes:  

 1. Pilot seat disc in synthetic Ruby  

2. With manual override     

 2 WAY VALVES 

 PILOT OPERATED 

 VALVES FOR WATER AND NEUTRAL LIQUIDS  2/2  2/2 
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Drawing  7098 

Drawing  7100 

Drawing  3442 

For this 
page

Port 
size

Orifi ce
(mm)

Kv 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  1''  18  110  7  -10  -10 

 To   2''   40   540   16   120   50 

 2 WAY VALVES 



106 Parker Hannifi n Corporation

Fluid Control Division Europe

General Catalogue FCDE/0110/UK/V2.0

 

 BRASS 

 NORMALLY OPEN 
 PIPE MOUNTING 

Port size Orifi ce
Ø 

Flow
factors

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker Valves Power Coil  
Group 

Dwg.
No. 

Valve Order 
Number 

Valve 
Type

Coil 
Type

Min Max(MOPD) Min Max

BSP mm
Kv

l/min
KV

m3/h
Qn

m3/h bar
AC
bar

DC
bar °C °C

AC
W

DC
W

  3/8''   

  13   50   3   -   0.1   10   10   -10   140   EPDM   444600W     7322BIH00   481865   8   9   2.0   060 

  13   50   3   -   0.1   20   20   -10   90   NBR   443805W     7322BIN00   481865   8   9   2.0   060 

  13   50   3   -   0.1   20   20   -10   140   FKM   444499W     7322BIV00   481865   8   9   2.0   060 

  1/2''   

  13   50   3   -   0.1   10   10   -10   140   EPDM   444601W     7322BAH00   481865   8   9   2.0   060 

  13   50   3   -   0.1   20   20   -10   90   NBR   443806W     7322BAN00   481865   8   9   2.0   060 

  13   50   3   -   0.1   20   20   -10   140   FKM   444500W     7322BAV00   481865   8   9   2.0   060 

  3/4''   

  20   140   8.4   -   0.1   10   10   -10   140   EPDM   444602W     7322BCH00   481865   8   9   2.0   061 

  20   140   8.4   -   0.1   20   20   -10   90   NBR   443807W     7322BCN00   481865   8   9   2.0   061 

  20   140   8.4   -   0.1   20   20   -10   140   FKM   444501W     7322BCV00   481865   8   9   2.0   061 

  1''   

  25   160   9.6   -   0.1   10   10   -10   140   EPDM   444603W     7322BDH00   481865   8   9   2.0   061 

  25   160   9.6   -   0.1   20   20   -10   90   NBR   443808W     7322BDN00   481865   8   9   2.0   061 

  25   160   9.6   -   0.1   20   20   -10   140   FKM   444502W     7322BDV00   481865   8   9   2.0   061 

  1 1/4''   
  35   420   25.2   -   0.1   10   10   -10   140   EPDM   444576W     7322BEH00   481865   8   9   2.0   062 

  35   420   25.2   -   0.1   10   10   -10   90   NBR   443809W     7322BEN00   481865   8   9   2.0   062 

  1 1/2''   
  40   500   30   -   0.1   10   10   -10   140   EPDM   444604W     7322BFH00   481865   8   9   2.0   062 

  40   500   30   -   0.1   10   10   -10   90   NBR   443810W     7322BFN00   481865   8   9   2.0   062 

  2''   
  50   620   37.2   -   0.1   10   10   -10   140   EPDM   444605W     7322BGH00   481865   8   9   2.0   062 

  50   620   37.2   -   0.1   10   10   -10   90   NBR   443811W     7322BGN00   481865   8   9   2.0   062 

  2 1/2''     65   1100   66   -   0.2   10   10   -10   90   NBR   444513W     7322BLN06   481865   8   9   2.0   063 

  3''     75   1334   80   -   0.2   10   10   -10   90   NBR   444503W     7322BMN06   481865   8   9   2.0   063 

   
        

Drawing  062 
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Drawing  060 

Drawing  061 

Drawing  063 

For this 
page

Port 
size

Orifi ce
(mm)

Kv 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  3/8''  13  50  10  -10  -10 

 To   3''   75   1334   20   140   50 

 2 WAY VALVES 
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 BRASS 

 NORMALLY OPEN 
 PIPE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factors

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
Power Coil  

Group 
Dwg.
No. 

Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max(MOPD) Min Max

BSP mm
Kv

l/min
KV

m3/h
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

  1/4''   
  12   32   1.92   2150   0.3   12   12   -10   100   FKM   322K4106      2995   481865   8   9   2.1   7094 

  12   32   1.92   2150   0.3   12   12   -10   120   FKM   322K4106      4270   481000   8   8   2.1   7094 

  3/8''   
  12   45   2.7   3050   0.3   12   12   -10   100   FKM   322K4306      2995   481865   8   9   2.1   7094 

  12   45   2.7   3050   0.3   12   12   -10   120   FKM   322K4306      4270   481000   8   8   2.1   7094 

  1/2''   

  12   50   3   3400   0.3   12   12   -10   100   FKM   322K4506      2995   481865   8   9   2.1   7094 

  12   50   3   3400   0.3   12   12   -10   120   FKM   322K4506      4270   481000   8   8   2.1   7094 

  15   60   3.6   3890   0.3   15   15   -10   100   NBR   322G75      2995   481865   8   9   2.1   3522 

  15   60   3.6   3890   0.3   15   15   -10   100   NBR   322G75      4270   481000   8   8   2.1   3522 

  3/4''   

  18   100   6   9400   0.3   12   12   -10   100   FKM   322K4606      2995   481865   8   9   2.1   7099 

  18   100   6   9400   0.3   12   12   -10   120   FKM   322K4606      4270   481000   8   8   2.1   7099 

  20   135   8.1   9500   0.3   16   16   -10   100   NBR   322G36      2995   481865   8   9   2.1   3442 

  20   135   8.1   9500   0.3   16   16   -10   100   NBR   322G36      4270   481000   8   8   2.1   3442 

   
        

Drawing  3442 
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Drawing  7094 

Drawing  3522 

Drawing  7099 

For this 
page

Port 
size

Orifi ce
(mm)

Kv 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  1/4''  12  32  12  -10  -10 

 To   3/4''   20   135   16   120   50 

 2 WAY VALVES 
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 BRASS 

 NORMALLY OPEN 
 PIPE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factors

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
Power Coil  

Group 
Dwg.
No. 

Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max(MOPD) Min Max

BSP mm
Kv

l/min
KV

m3/h
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

  1''   

  18   110   6.6   10150   0.3   12   12   -10   100   FKM   322K4706      2995   481865   8   9   2.0   7100 

  18   110   6.6   10150   0.3   12   12   -10   120   FKM   322K4706      4270   481000   8   8   2.0   7100 

  25   180   10.8   14000   0.3   16   16   -10   100   NBR   322G37      2995   481865   8   9   2.1   3442 

  25   180   10.8   14000   0.3   16   16   -10   100   NBR   322G37      4270   481000   8   8   2.1   3442 

  1 1/2''   
  40   420   25.2   31500   0.3   12   12   -10   100   NBR   322G39      2995   481865   8   9   2.1   3442 

  40   420   25.2   31500   0.3   12   12   -10   100   NBR   322G39      4270   481000   8   8   2.1   3442 

   
        

 

 BRASS 

 NORMALLY CLOSED 
 SUB-BASE MOUNTING 

Port 
size

Orifi ce
Ø 

Flow
factors

Operating
Pressure 

Differential

Fluid 
Temp.

Seat 
Seal

Parker LUCIFER®

Valves
Power Coil  

Group 
Dwg.
No. 

Valve 
Ref.

Housing 
Ref.

Coil 
Ref.

Min Max(MOPD) Min Max

mm
Kv

l/min
KV

m3/h
Qn

l/min bar
AC
bar

DC
bar °C °C

AC
W

DC
W

    SB 

  14   45   2.7   2100   0.3   40   25   -10   100   NBR   E321F32   
 1 

  2995   481865   8   9   2.0   3520 

  14   45   2.7   2100   0.3   40   30   -10   100   NBR   E321F32   
 1 

  4270   481000   8   8   2.0   3520 

  14   45   2.7   2100   0.3   40   40   -10   100   NBR   E321F32   
 1 

  4270   486265   14   14   2.0   3520 

 

Notes:  

 1. Pilot seat disc in synthetic Ruby       

 2 WAY VALVES 

 PILOT OPERATED 
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Drawing  7100 

Drawing  3442 

Drawing  3520 

For this 
page

Port 
size

Orifi ce
(mm)

Kv 
(l/min)

MOPD
(bar)

Fluid Temp
(°C)

Amb Temp
(°C)

From  14 mm  14  45  12  -10  -10 

 To   1 1/2''   40   420   40   120   50 

 2 WAY VALVES 
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 2 WAY VALVES 


